
INTRODUCTION
Full Colour Printing

Our Full Colour Printing is produced on 
state-of-the-art Roland, KBA and Heidelberg 

Lithographic Printing Presses.  These range 
in size from B3 (using our Heidelberg SM52 

presses) right up to 1600mm x 1180mm size 
(using our phenomenal new KBA 162a press). 

INTRODUCTION

This page is printed on 200gm Silk Art Paper

The superior quality of these 
machines allows us to produce 
work of the very highest standard. 
Quality control at every stage of the 
production process is your assurance 
of complete satisfaction, ensuring 
that whatever your message it is 
powerfully delivered.

advanced Printing Technology
We are among the few printers to use Stochastic 
Screening for all our Lithographic Printing. It means 
that traditional ‘dots’ of colour are replaced with 

much smaller random screens. The results are 
dramatic, with improvements in the quality of both 
pictures and fine text. Though the technology is 
not the same, the difference is like comparing High 
Definition with ordinary television!!

Full Colour Printing formed by the combination of 
four colours (Cyan, Magenta, Yellow and Black) is 
perfect for the majority of work, however, there are 
times when more specialised products are required.

We are able to offer Hexachrome (Six Colour 
Printing) and Metal FX (Metallic Printing).  We are 
also pleased to print in Spot Colours. Hexachrome 
can produce exceptional results, particularly for jobs 

which call for vivid oranges and greens. It involves 
the combination of six colours, rather than four in 
conventional printing, to produce the full rainbow 
spectrum. For more information on, and examples 
of, the potential of Hexachrome Printing, please see 
page 105. 

Metal FX is a relatively new process.  We have passed 
strict criteria to be licensed to use the system. Metal 
FX allows any number of Metallic colours to be 
produced on the same page with Full Colour.  For 
more information on, and examples of, the stunning 
effects possible with Metal FX, please see page 105.

Spot Colour Printing can be more economical than 
Full Colour when your job is only one or two colours. 
It can also produce greater vibrancy for some 
colours.  For more details please refer to page 55.
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Paper and Board options
We offer a huge selection of paper and board 
stocks. As well as being FSC grades these have been 
selected for their exceptional quality. When you are 
aiming at excellence nothing less is acceptable! All 
our Gloss, Silk and Matt papers and boards are triple 
coated to ensure a smooth high lift surface.

Pages of our catalogue are printed on these different 
stocks to give you easy access to a ‘live sample’ of 
each.  Which page is printed on which stock is clearly 
shown above each pricing table.

You can find prices for the various materials on 
these pages:

• 115gm Gloss and Silk on pages 4 and 5

• 150gm Gloss and Silk on pages 6 and 7 
 (Up to A2 size) and on page 12 (A2 size & bigger)

• 200gm Gloss and Silk on pages 8 and 9  
 (Up to A2 size) and on page 13 (A2 size & bigger)

• 280gm Gloss and Silk on pages 10 and 11 
 (Up to A2 size) and on page 14 (A2 size & bigger)

Our extended range of products on 350gm are 
on pages 15 & 16. The stock used for these 
products is 350gm Matt Art and this is High Gloss 
Coated on the Face side to give a brilliant finish. 

Our Executive Letterheads, Continuation Sheets 
and Compliments Slips, together with our range of 
Deskpads, are printed on high quality, FSC grade 
Ink jet and Laser Print compatible paper, please see 
pages 19 and 20 for details.

Our Premium Letterheads and Business Cards are 
printed on the exciting equest® paper and board. 
As well as being fully FSC compliant equest® is ultra 
white and smooth and fully Inkjet and Laser Print 
compatible.  The paper is 120gm and the Business 
card board is a massive 400gm for ultimate quality. 
See pages 23-25 for further information.

In addition to these standard stocks we also offer the 
option of printing on a huge variety of other papers 
and boards.  Pricing for this extended range can be 
found on pages 26 and 27.

Our new KBA 162a Large format press is the latest addition to our press hall.

280gm Gloss and Silk on pages 10 and 11 
(Up to A2 size) and on page 14 (A2 size & bigger)

Our extended range of products on 350gm are 
on pages 15 & 16. The stock used for these 
products is 350gm Matt Art and this is High Gloss 
Coated on the Face side to give a brilliant finish. 

Our Executive Letterheads, Continuation Sheets 
and Compliments Slips, together with our range of 
Deskpads, are printed on high quality, FSC grade 
Ink jet and Laser Print compatible paper, please see 
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We specialise in printing orders from digital artwork 
supplied. Our highly regarded Pre-Print Checking 
system incorporates a number of steps designed to 
ensure that the finished work we produce not only 
meets, but exceeds your expectations.

We like to think of our relationship as a partnership 
and, as with any partnership, a great outcome 
depends on partners working together.

Please check the Artwork guidance notes on the 
following pages which will ensure that your work 
proceeds quickly and efficiently to a successful 
outcome to the benefit of everyone.

Sending Your Files 
Files should be sent to us at artwork@stratique.com
 

Free trial versions of excellent compression 
programmes are available, visit www.pkware.com 
for PKzip which is designed for PC, and visit 
www.stuffit.com/mac/deluxe for Stuffit which is 
designed for Mac.

Exceptionally, where ordering online is not possible, 
we can take ‘manual’ orders and work with ‘hard’ 
media – CDs, DVDs or USB Memory Sticks.

Please note: Orders not placed with artwork 
uploaded through our online ordering system are 
subject to an additional handling charge of 
£8.00 + VAT per order. Unfortunately we cannot 
return hard media.

Print Price G
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File Format 
We use the very latest Adobe PDF (Portable Document 
Format) Rip in our Pre-press department and our 
workflow is based on working with files sent to us as 
PDFs. All work should be presented to us in this format.

Your PDF should be prepared at press quality with 
artwork centred on pages. Please refer to pages 
102-104 for full details on artwork preparation.

Please ensure that you carefully check your PDF before 
sending it. Whilst software is usually reliable there is 
still a real possibility that something changes in the 
conversion from native file format to PDF.

Since the PDF is the only origination we have to work 
with all our processes are deigned to ensure that 
the finished print matches the PDF supplied.

Our commitment is to ensure that this 
is the case and we cannot accept 
responsibility for a problem with 
finished print when this matches 
the PDF.

We offer a technical support line 
(premium charge) 09056 770024 
if you require help in preparing 
your PDF.

Our highly regarded Pre-Print 
Checking system incorporates 
a number of steps designed 
to ensure that the finished 
work we produce not only 
meets, but exceeds your 
expectations.
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File Pre-Print Check 
Our detailed Pre-print Checking is a unique and 
highly regarded part of the RCS service. Checking is 
prescribed on a minority of products and optional 
(but highly recommended) on the remainder.

When you opt for your file to be Pre-print Checked 
it will be reviewed by an experienced designer and 
checked by our proof readers.

We check for:

	 Artwork being central and backing up correctly.*

	 That there is sufficient Bleed and Quiet Area.*

	 That fonts are embedded.*

	 That all elements of the job are CMYK (RGB and 
Pantone colours may not print as expected in 
Full Colour).*

	 That the quality of pictures and text is to print 
standard.*

	 That there is colour consistency and wherever 
possible that the colours specified will print as 
perceived on screen.*

	 We also carry out a rigorous proof reading exercise 
which, whilst not guaranteed to pick up every 
error, has proved a ‘lifesaver’ many times in the 
past where embarrassing and costly mistakes have 
been spotted.*

* Please read on for an explanation of these items.

Where potential problems are highlighted we will 
(with your agreement) correct them if practical, often 
at no extra charge. Alternatively we will request a 
corrected file.

Please note: If you opt out of Pre-print checking 
your job will not be checked and will go through our 
automated pre-press system. It will not be seen by 
‘human eyes’ before it is on press by which time it 
will either be too late, or very expensive, to correct!

The cost of the Pre-print check is £3.75 + VAT 
(£9.00 + VAT for Books & Booklets)

Artwork central and backing up correctly 
It is important that artwork is positioned centrally 
on the layout. Our pre-press system works from the 
centre of the page in aligning jobs for print. 
At pre-press the correct size aperture for the job 
to be printed is filled with the image on the page 
running out from the page centre. If a job is off 
centred then potentially only a portion of the job will 
appear in the aperture and be printed! (fig.1)

It is also important that jobs back up correctly 
with the orientation of each page being the same. 
We strongly recommend printing proofs from the 
PDF you have created to your own printer prior to 
submission. (fig.2)

If the sheet holding the reverse image must be 
rotated to back up correctly with the front then the 
file should be altered! Making a physical mock up 
will highlight potential errors which are not easy to 
see on screen. (fig.3)

Bleed and Quiet Border 
Understanding the need for Bleed and a Quiet 
Border is vital if, as partners, we are going to 
achieve our joint aim of an excellent finished print 
job. We require Bleed to allow for the tolerance of 
our guillotines (the machine used for cutting your 
job after printing). Even with our state of the art 
equipment there is a margin of error with 
the operation.

If your image finishes exactly at the edge of your 
required finished size then these small deviations 
may produce unsightly white flashes at the edge of 
your print. By extending your background colour 
or image beyond the edge of your finished job the 
effects of the same deviations are not noticeable.

Continued

fig. 1

fig. 2

fig. 3



The Ole No Moire image is useful in 
carrying out basic monitor calibration.

We recommend that elements intended to go to the 
very edge of your finished job should extend 3mm 
beyond the edge.

Artwork
Continued
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because we can then use the full colour gamut in the 
conversion process).

Please note: It is important that images are 
originated at this high quality. Re-sampling an image 
of a lower resolution (say 72dpi from the internet) 
to 400dpi does not improve its quality or make it 
suitable for high quality print.

Monitor calibration is a big consideration when 
scanning and colour balancing. If your monitor is not 
calibrated the image you see on screen may differ 
from the image on the final print. We recommend 
obtaining our Hard Copy Colour Charts. As well as 
a comprehensive range of colour swatches these 
include an image which is called ‘Ole No Moire’. The 
same image is available for download from 
www.printordering.co.uk together with 
calibration instructions.

By opening the Ole No Moire image on your screen 
and comparing it with the image on the Chart, it 
is possible to carry out a fair calibration of your 
monitor. Once this has been done, when you view a 
photo on screen, it will be a close 
rendition of the press print.

Where designs are built up using a 
number of layers and transparencies it 
is important that these are ‘flattened’ 

Trimmed Edge Images should bleed 3mm 
beyond the trimmed edge

01234 567890
ian@neffren-logistics.co.uk

Ian Grahame
Logistics Manager

3mm

Trimmed Edge Any text should be inset at least 
5mm from the trimmed edge

01234 567890
ian@neffren-logistics.co.uk

Ian Grahame
Logistics Manager

5mm

A Quiet Border is the distance you should allow from 
the edge of your finished page size for text, diagrams 
or images not going to bleed. The reason for the 
border is again the tolerance in cutting. If you have 
a design where the text runs to the very edge then 
any cutting deviation will result in some of your text 
being cut off!!

With a very small Quiet Border even the smallest 
cutting deviation could result in the finished job 
looking uneven. We recommend a Quiet Border 
where there is no text etc. of at least 5mm around 
the edges of your job.

Fonts 
When creating your PDF it is important to specify 
that fonts used should be embedded. This is 
normally a tick box in the PDF export area of the 
programme or an option in an external PDF creator. 
If fonts are not embedded this can lead to unwanted 
fonts substitutions and reject print.

Photographs & Graphics 
Photographs should be scanned at the size required 
in your artwork at 400dpi and saved as CMYK images 
(the only exception to the CMYK rule is images for 
Hexachrome Printing which should be sent as RGB 

before creating the PDF. Un-flattened transparencies 
are notorious for causing print problems. Flattening 
your work will ensure that the finished print is as 
expected without compromising the creative intent.

The Ole No Moire image is useful in 
carrying out basic monitor calibration.
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By opening the Ole No Moire image on your screen 
and comparing it with the image on the Chart, it 
is possible to carry out a fair calibration of your 
monitor. Once this has been done, when you view a 
photo on screen, it will be a close 
rendition of the press print.

Where designs are built up using a 
number of layers and transparencies it 
is important that these are ‘flattened’ 
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Pantone
Orange 021

Hexachrome 
Pantone Orange 021

Pantone 368 C Hexachrome 
Pantone 368 C

Pantone
Warm Red

Hexachrome 
Pantone

Warm Red

Pantone 220 C Hexachrome 
Pantone 220 C

Pantone Green C Hexachrome 
Pantone Green C

Pantone 321 C Hexachrome 
Pantone 321 C

Hexachrome & Metal FX®

This page is printed on 280gm Triple Coated Gloss Art Paper

Hexachrome

The Hexachrome system uses six colours instead of 
the conventional four used in traditional colour print.

By supplementing the Cyan, Magenta, Yellow 
and Black with Orange and Green it is possible to 
produce a greater range of colours accurately. The 
results can be a much more vibrant and high 
impact print.

If you are interested in printing using this system 
later versions of Quark Express and CoralDraw are 
Hexachrome enabled. Pantone® have also produced 
plugins for use with Adobe InDesign, Adobe 
Illustrator and Adobe Photoshop.

Alternatively, we may be able to convert the design 
you have supplied to include Hexachrome colours 
or images.

Please note: The conversion work is chargeable.

We can supply Hexachrome Colour Swatch Books 
from Pantone®, Solid Pantone® or specific House 
Colours that need to be matched to 
Hexachrome equivalents.

Metal FX®

Using Metal FX® any number of metallic colours 
can be incorporated into a conventional CMYK job. 
The eye catching effects that can be achieved are 
possible without the excessive extra cost normally 
associated with ‘Process’ plus ‘Spot Colour’ printing.

If you would like to incorporate Metallic colours 
in to your next design, simply design in CMYK as 
normal. Annotate which areas you would like to be 
metallicised and the colours you would like. We can 
also metallicise photos or diagrams as required.

Please note: The conversion work is chargeable.

We can supply a press matched A2 sheet with a 
comprehensive range of Metallic Colours to choose 
from. This is available for £24.00 + VAT and Carriage 
as applicable.

Please note: The Metal FX® process is most effective 
on Gloss Art Paper. Whilst results can also be 
achieved on Silk or Matt Art, the effect is much 
less noticeable.

Pricing Information

Prices for printing in Hexachrome or Metal FX® are 
calculated as add on percentages over the base four 
colour CMYK price (i.e. the price listed for Full Colour 
Printing, Booklets or Business Cards & Postcards etc).

For Perfect Results...

Before a large Hexachrome or Metal FX® job is 
printed we would always recommend a small print 
run to ‘prove’ the artwork to make sure you are 
happy with the results. Please contact us for 
further details.

CMYK Image

Metal FX® Images

Hexachrome Image

Hexachrome and Metal FX® Printing

500 or less 501 - 2,500 2,501 - 5,000 + 5,001

Additional Percentage for 
Hexachrome or Metal FX®

+70%
(To the standard CMYK price)

+48%
(To the standard CMYK price)

+40%
(To the standard CMYK price)

+35%
(To the standard CMYK price)

Additional time required  ;
Additional

Working Days4

Cyan Yellow Gold 1 Gold 3Magenta Black Gold 2 Gold 4 Gold 5

MFX Base 0008 0034 00420004 0010 0036 0112 0114

0116 0376 0618 08500118 0378 0848 0914 0918

0922 0992 1234 12660958 1178 1240 1268 1310
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Finishing Processes and Carriage Prices
We undertake a wide range of print finishing 
options. Finishing includes operations as diverse 
as Folding and Collating, Die-Cutting and 
Encapsulating. 

The finishing operations most frequently required 
are listed below. We also have the resources for 
‘hand finishing’, when a job is too small or too 
complex for a machine. 

This means we are able to handle virtually any 
finishing operation. Please contact us if you have 
a particular print finishing requirement.

This page is printed on 280gm Triple Coated Gloss Art Paper

Folding or Crease Folding prices are for parallel folds, 150gm jobs with colour across fold(s) should be creased

Operation Material 250 or less 500 1,250 2,500 5,000 7,500 10,000 +10,000/100

 1 Fold 80gm - 150gm £24.78 £26.78 £32.78 £42.78 £62.78 £82.78 £102.78 £0.80

 2 Folds 80gm - 150gm £28.24 £30.64 £37.84 £49.84 £73.84 £97.84 £121.84 £0.96

  Crease Fold 150gm - 285gm £37.76 £40.16 £47.36 £59.36 £83.36 £107.36 £131.36 £0.96

  2 Crease Folds 155gm - 285gm £41.24 £43.72 £51.16 £63.56 £88.36 £113.16 £137.96 £0.99

Folding or Crease Folding

Creasing or Perforating prices for one or two lines parallel and edge to edge

Operation Material 250 or less 500 1,250 2,500 5,000 7,500 10,000 +10,000/100

 Creasing
or

 Perforating

80gm - 150gm £16.99 £18.45 £22.84 £30.15 £44.78 £59.40 £74.03 £0.59
155gm - 280gm £18.10 £20.22 £26.55 £37.12 £58.24 £79.37 £100.49 £0.85
285gm - 400gm £20.62 £23.38 £31.67 £45.48 £73.10 £100.73 £128.35 £1.11

Creasing or Perforating

Round Cornering, 3mm or 10mm prices are for up to all four corners

Operation Material 250 or less 500 1,250 2,500 5,000 7,500 10,000 +10,000/100

 Round Cornering
80gm - 150gm £11.28 £12.94 £17.91 £26.19 £42.75 £59.31 £75.88 £0.66

155gm - 280gm £12.31 £14.75 £22.06 £34.25 £58.63 £83.00 £107.38 £0.98
285gm - 400gm £13.66 £16.69 £25.78 £40.94 £71.25 £101.56 £131.88 £1.21

Round Cornering - 3mm or 10mm

Drilling, 3mm, 3.5mm or 6mm prices are per hole

Operation Material 250 or less 500 1,250 2,500 5,000 7,500 10,000 +10,000/100

 Drilling
80gm - 150gm £7.22 £8.19 £11.09 £15.94 £25.63 £35.31 £45.00 £0.39

155gm - 280gm £7.38 £8.50 £11.88 £17.50 £28.75 £40.00 £51.25 £0.45
285gm - 400gm £7.44 £8.75 £12.69 £19.25 £32.38 £45.50 £58.63 £0.53

Drilling - 3mm, 3.5mm or 6mm

Cutting prices are per cut
Operation Material 250 or less 500 1,250 2,500 5,000 7,500 10,000 +10,000/100

Cutting
80gm - 150gm £4.75 £5.63 £8.25 £12.63 £21.38 £30.13 £38.88 £0.35

155gm - 280gm £5.34 £6.56 £10.22 £16.31 £28.50 £40.69 £52.88 £0.49
285gm - 400gm £5.59 £7.06 £11.47 £18.81 £33.50 £48.19 £62.88 £0.59

Cutting

Addition of Carriage Codes
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Carriage Type FCP C FCP C C C C C C C C C C C C C C BT BT BT BT

England, Wales
& Lowland Scotland

£4.15 £8.14 £5.67 £8.72 £10.50 £12.65 £16.35 £19.86 £23.32 £26.94 £34.19 £41.65 £49.36 £57.30 £66.46 £73.70 £82.06 £88.00 £97.00 £118.00 POA

Highlands of Scotland
& Northern Ireland

£4.15 £8.14 £5.67 £8.72 £21.40 £24.24 £34.04 £38.12 £41.88 £48.34 £55.83 £62.93 £90.67 £95.61 £112.94 POA POA POA POA POA POA

Carriage

Additional Time Required:  Each Finishing Option +1 Working Day, apart from Crease Folding +2 Working Days
All prices are + Carriage and VAT at applicable rates.  Terms are payment with order.



Print Price G
uide    2010

Carriage codes are shown in green throughout this catalogue. These 
codes make it simple and quick to calculate the total amount of carriage 
due on a delivered consignment of one or several items. Where stock/size 
combinations make carriage codes impractical, the carriage formula* in the 
next column allows the code for a particular item to be calculated.

We offer several types of carriage depending on weight and urgency:

First Class Post (FCP): Available on the smallest items marked 0.01 › 0.05 
and 0.06 › 0.09. Whilst being a very low cost service it is not guaranteed 
and we have no method of tracking or tracing.  It is not recommended for 
urgent or time critical print. 

Couriers (C): Used for the majority of consignments marked to 19.99. This is 
a guaranteed next day service. In the event of non performance in time 
the courier refunds the cost of carriage to us. This refund is then passed 
on to you.

Bulk Transport (BT): A guaranteed next day delivery service used for 
heavier consignments marked 20 + or an order for multiple items whose 
carriage codes add up to 20 +.  This is a pallet service. Provision should 
be made to move or split the pallet on delivery. In the event of non 
performance in time the courier refunds the cost of carriage to us. This 
refund is then passed on to you.

Van delivery: A direct point to point service to your door. This offers the 
ultimate in reliability and security and is recommended for consignments 
which are ‘mission critical’.  The cost of this service varies depending on your 
location and should be confirmed at the time of order.  

Premium Delivery: Our Couriers are able to offer premium timed deliveries 
to England, Wales and Lowland Scotland.

Before 9.00am add £26.00 to the base Carriage cost. 
Before 10.30am add £20.80 to the base Carriage cost. 
Before 12.00 noon add £13.00 to the base Carriage cost. 
Saturday before 12.00 noon add £30.00 to the base Carriage cost.

Please confirm any special delivery requirements you may have at the 
time of order.

Please Note: We do not charge for packing unless you require your job to be 
split into several dispatches. If you do require your job to be split we charge 
an extra £4.00 + Carriage per split.

If you have a special carriage requirement, such as multiple drops or 
delivery to other areas outside those detailed, or even if you would simply 
like assistance with calculating carriage, please contact us.

Two Step Carriage Calculation

Step 1: Add together the carriage codes of all the items in your 
consignment. For any items which do not have carriage codes please refer 
to the carriage formula* below the table. 

Step 2: Look up the cost of delivery in the carriage table below.

Where a product consists of several items, e.g. a book with lots of pages, 
please add the codes for each element together.
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Carriage

All prices are + Carriage and VAT at applicable rates.  Terms are payment with order.

Addition of 
Carriage Codes

Carriage
Type

England, Wales & 
Lowland Scotland

Highlands of 
Scotland & Northern 

Ireland

0.01  0.05 FCP £4.14 £4.14

0.01  0.05 C £8.14 £8.14

0.06  0.09 FCP £5.67 £5.67

0.06  0.09 C £8.72 £8.72

0.10  0.79 C £10.50 £21.40

0.80  1.99 C £12.65 £24.24

2.00  2.99 C £16.35 £34.04

3.00  3.99 C £19.86 £38.12

4.00  4.99 C £23.32 £41.88

5.00  5.99 C £26.94 £48.34

6.00  7.99 C £34.19 £55.83

8.00  9.99 C £41.65 £62.93

10.00  11.99 C £49.36 £90.67

12.00  13.99 C £57.30 £95.61

14.00  15.99 C £66.46 £112.94

16.00  17.99 C £73.70 POA

18.00  19.99 C £82.06 POA

20.00  22.99 BT £88.00 POA

23.00  25.99 BT £97.00 POA

26.00  29.99 BT £118.00 POA

30.00 + BT POA POA

Carriage

*Carriage Formula 
Please use this simple formula to calculate the carriage code for any item.

Carriage Code  = Width(mm) x Length(mm)  x Material Weight(gm) x Quantity 

10 x 1000 x 1000 x 1000




